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TECHNICAL DATA SHEET 
 

Product UV Protection Spunbond Non-Woven Fabric 

Raw Material Grade Polypropylene Homo-polymer Fiber Grade 

Melt Flow Index 35 Gms /10 min. 

Decomposition Temperature ≥ 300 0C (572 0 F) 

Melting Point 140-170 0C (284-338 0F) 

Product Composition  Polypropylene Raw Material    :    95% 

Coloring Additives                      :    2% 

UVP Additives                             :    3 % 

UPF ( UV Protection Factor) 

BSEN 13758-1 : 2002 

>  17 

 

TENSILE STRENGTH PROPERTIES 

S. No. 

GSM 
 N/5cms  

MD Force (N) CD Force (N) % Elongation 

Applicable Standard -                                                                                                       
WSP 130.1 

Applicable Standard -                                                                                                                             
WSP 110.4 

Applicable Standard -                                                    
WSP 110.4 

Applicable Standard -                                                                                     
WSP 110.4 

1 20 ≥ 20 ≥ 10 ≥ 40 
2 25 ≥ 25 ≥ 13 ≥ 40 
3 30 ≥ 30 ≥ 15 ≥ 40 
4 40 ≥ 56 ≥ 36 ≥ 50 
5 50 ≥ 70 ≥ 45 ≥ 50 
6 60 ≥ 84 ≥54 ≥ 50 

 

OTHER INFORMATION:- 
 
It is a synergistic mixture of oligomeric hindered amine stabilizer. This fabric don’t loose the 
mechanical properties by preventing heat, light and oxygen decomposition without affecting the 
appearance when exposed to sun. This fabric basically creates a microclimate providing uniform 
ventilation there by encoring early growth and development of the crop. It is useful in crop covers, 
fruit covers, weed control covers, buildings under construction etc. 
 


